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(1.25-1.35) GHz Antennas, P/N; 1GD1.25-1.35RR-P-XS-1 (RHCP); P/N: 1GD1.25-1.35LL-P-XS-
(1.35-1.45) GHz Antennas, P/N: 1GD1.35-1.45RR-P-XS-1 (RHCP); P/N: 1GD1.35-1.45LL-P-XS-
(2.00-2.30) GHz Antennas, P/N: 1GD2.00-2.30RR-P-XS-1 (RIICP); P/N: 1GD2.00-2.30LL-P-XS-1 (LHCP)
(2.20-2.40) GHz Antennas, P/N: 1GD2.20-2.40RR-P-XS-1 (RHCP); P/N: 1GD2.20-2.40LL-P-XS-1 (LHCP)
(2.40-2.50) GHz Antennas, P/N: 1GD2.40-2.50RR-P-XS-1 (RHCP); P/N: 1GD2.40-2.50LL-P-XS-1 (LHCP)
(2.56-2.69) GHz Antennas, P/N: 1GD2.56-2.69RR-P-XS-2 (RIICP); P/N: 1GD2.56-2.69LL-P-XS-2 (LHCP)

1 (LHCP)
1 (LHCP)
1

Antenna Mounts/Adapters: http://www.antcom.com/documents/catalogs/Peripheral AntennaProducts2.pdf
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wonce or prome REVISIONS
700 JOCINCHT SIS CORWONML ROMICAL OATA JLIENO SPECIFICATIONS [zone]Rev] DESCRIPTION [ oaTE ] aPPROVED
%‘::g&fﬁ.“&ﬁ;smm 4xR.780 [R19.81] ELECTRICAL: 1 [ [
2 4xR.250 [R6.35]
4x0.134 [93.40] THru. | J/
CLEARANCE HOLES for: |
- FREQUENCY: (2400 - 2500) MHz
D 4X 4—40 SOCREIRSCRENS RADIATION PATTERN: HEMISPHERICAL SEE
POLARIZATION: Vertical/Horizontal PARTNO.
VSWR: <1.5:1 BELOW
- + ¢ GAIN (dB): 4ftG.P. Free Space
@ 90° (Zenithy 46 +56
2.078 [52.78] sQ. @ 10° Elevation (Ave): -1.1 -1.4
@ 20° Elevation (Ave): +2.2 +0.5
O | @ 30° Elevation (Ave): +2.2 +18
; @ 45° Elevation (Ave): +3.4 +3.1
‘ @ 70° Elevation (Ave): +4.4 +54
BEAMWIDTH (3dB): 110° +100°
SPHERICAL R6.000 [R152.40]
IMPEDANCE: 50 Ohms
POWER HANDLING: 200 Watt
Q R.125 [R3.18] DC GROUNDING YES (LIGHTNINGPROTECTION)
[t ]
- .690 [17.53
c ™, |

X LEjJ MECHANICAL:
% SIZE: LENGTH: 2.080 in.[ 52.78 mm], WIDTH: 2.080 in. [52.78 mm]
- 0l n. B mmyj, O. . ptional Tor Passive
HEIGHT: 0.690 in. [17.53 0.58" [14.73](Optional for Passi
0.25” [6.37] (MCX/MMCX), WEIGHT: 2.88 0z. (82 g)
0.46"[11.68] (SMA/R—SMA),
57 [14.53] (INC). 0.83°[21.00] (TNC—BH) FINISH: SKYDROL RESISTANT POLYURETHANE ENAMEL
: 0.72” [18.29] (N, N=-BH) ’ BASE IRIDITE PER MIL-C-5441
i MATERIAL: 6061-T6 ALUMINUM ALLOY BASE
1776 [45.12] COMPOSITE RADOME, IMPACT, ABRASION, UV, SOLVENT,
¢ SKYDROL RESISTANCE, AND FIRE RETARDANT
4x 9134 [#3.40] Thru. CONNECTOR: SMA FEMALE
(OPTION: TNC, TNC-Bulkhead, N, N-Bulkhead,
O ENVIRONMENTAL: MCX, MMCX, or Cable)
B TEMPERATURE: -67 °F TO +185 °F [-55 °C TO +85 °C]
45.12] € ALTITUDE: 70,000 ft.
1 - VIBRATION: >30G's
® PASSE RHCE W IFI ANTENHA EY LEAKAGE: HERMETICALLY SEAL
P/N: 1GDS.18-5 B3RR-P-XS-1
S/N: 401268 FEDERAL & MILITARY SPECIFICATIONS:
Amicam Gorparation, USA ) @/ > SMA FEMALE CONNECTOR
At (OPTION: TNC, TNC Bulkhead, N, DESIGN TO: FAA TSO-C144, DO-160D, D0-228, MIL-C-5541,
880 [ 922.55] N-Bulkhead , MCX, MMCX, or Cable) MIL-E-5400, MIL-I-45208A, MIL-STD-810, AND SAE J1455
] 9.750 [919.05] Clearance Hole: 0.4" Dia. ACCEPTANCE TEST PROCEDURE:  ATP-GPS-L1L2-100
for SMAMCX, & MMCX Con. - - - 5
0.52" Dia . for TNC Con.
0.63" Dia. for N Con.
SIZE FREQ.BAND._[POLARIZATION: NA FILTER ! ADHESIVE GASKET _ [123450-3U-10 3
12"8Q 1625:Tx/Rx LL: TX: LHCP,RX: LHCP |A: WITH LNA 1 - 2
:1.5"SQ. [25:2493MHz _|LR: TX: LHCP,RX: RHCP 1 _ _ _ 1
: DIA. 16:1616MHz |RL:TX:RHCP,RX:LHCP |P: WITHOUTLNA
:3.5'DIA__|24:2450MHz_|RR:TX: RHCP,RX: RHCGP -2 | 1 DESCRPTION PART NO SPECFICATION MATERIAL FINISH i
. . 4:MINIARING|23: 2338 MHz jounsimry Ao PARTS UST
UNLESS OTHERWISE SPECIFIED
' "B/N: 1GD24LL-P-XS-X B sl A iig
. - - - £1/64  PEIS 10 [T
. | A R OUTL\%J%ZDﬁAW\NG
2. ADHESIVE GASKET IS SUPPUED BY ANTCOM CORPORATION [ 1 RENOVE ALL BURRS .
CABLE'SLENGTH CONNECTOR COLOR BREAK EXTERNAL EDGES 006 TO 015  [evaweer T
1. DIMENSIONS IN BRACKETS ARE IN MILLIMETERS [mm] X: NO CABLE S:SMA;P: PINS ~1-GLOSSWHITE#17925PERFED-STD-5058 R e I — N él\ln ENNA -
NOTES: uness omerwse srcore b A O M O MUY 2 LT e e D SO v e’ | 8% || SCVE ] 16D24LL-P—xS—1 |~
R:RIGHTANGLECON, T: TNC (OptionalBulkhead) -4: LUSTERLESSBLACK#37038 PER FED-STD-595! D0 NOT SCALE DRANING SCALE 1/1 ‘ \ SHEET 1 OF 1
7 I 6 I 5 4 4 3 I 2 =T | 1

CC: 3CVE1, NAICS: 334511, S.Huynh, 4/3/2016 http://www.antcom.com/documents/catalogs/Peripheral AntennaProducts1.pdf (Amplifiers, Power Divider/Combiner, Filters, Diplexer)
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NMO Connector Option is Now Available for Some Antennas
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