P/N:2.3G 0.81-0.96 LL-P-XS-1 (LHCP) GSM 800

0.81-0.96) GHz Antennas, P/N: 2.3G0.81-0.96RR-P-XS-1 (RHCP);
1.25-1.35) GHz Antennas, P/N: 2.3G1.25-1.35RR-P-XS-1 (RHCP): P/N: 2.3G1.25-1.35LL-P-XS-1 (LHCP
1.35-1.45) GHz Antennas, P/N: 2.3G1.35-1.45RR-P-XS-1 (RHCP): P/N: 2.3G1.35-1.45LL-P-XS-1 (LHCP
1.70-1.90) GHz Antennas, P/N: 2.3G1.70-1.90RR-P-XS-1 (RHCP); P/N: 2.3G1.70-1.90LL-P-XS-1 (LHCP)  GSM 1800
1.90-2.20) GHz Antennas, P/N: 2.3G1.90-2.20RR-P-XS-1 (RHCP); P/N:2.3G1.90-2.20LL-P-XS-1 (LHCP) UMTS 2100
A AlITTrAMNAA 2.00-2.30) GHz Antennas, P/N: 2.3G2.00-2.30RR-P-XS-1 (RHCP); P/N: 2.3G2.00-2.30LL-P-XS-1 (LHCP
I Io\vivi 2.20-2.40) GHz Antennas, P/N: 2.3G2.20-2.40RR-P-XS-1 (RHCP); P/N:2.3G2.20-2.40LL-P-XS-1 (LHCP
2.40-2.50) GHz Antennas, P/N: 2.3G2.40-2.50RR-P-XS-1 (RHCP); P/N: 2.3G2.40-2.50LL-P-XS-1 (LHCP
FAA Approved Facility 2.56-2.69) GHz Antennas, P/N:2.3G2.56-2.69RR-P-XS-1 (RHCP): P/N: 2.3G2.56-2.69LL-P-XS-1 (LHC

ANTCOM CORPORATION . 367 Van Ness Way, Suite 602 . Torrance, CA 90501 . Tel: (310) 782-1076 . Fax: (310) 782-1086 . E-mail: antennas@antcom.com . http://www.antcom.com
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FREQUENCY: GSM (902 - 928) MHz
° RADIATION PATTERN: HEMISPHERICAL
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) BETTER PERFORMANCE SMA FEMALE CONNECTOR FINISH: SKYDROL RESISTANT POLYURETHANE ENAMEL
= . (OPTION: SMA, TNC, TNC Bulkhead, BASE IRIDITE PER MIL-C-5541F
2 P/N: 2.3G1.70-1.90RR-P-XS-1-T (RHCP)
=] P/N: 2.3G1.70-1 90LL-P-XS-1-T (LHCP N, MCX, MMCX, SMP, BNC, or Cable) MATERIAL: 6061-T6 ALUMINUM ALLOY BASE
g L =L -P-XS-1-T( ) COMPOSITE RADOME, IMPACT, ABRASION, UV, SOLVENT,
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NOTES: UNLESS OTHERWISE SPECIFIED: RIRIGHT ANGLE CON. | T, TB: TNC, TNC-Bulkhead _|-4: LUSTERLESS BLACK #37038 PER FED-STD-595B_| ¥Aowe> surraces \/ veroorz | D ‘ 3CVE1 ‘ 2.3GX.XX—X.XXP—XS—4 ‘ A
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